1. Product Overview
The LITZMO ultra-light carbon crankset you purchased features industry-leading design and innovative technology.
Depending on the selected configuration, the package includes:

+ DUB 29 spindle system (Chainline: 45 mm)

* Left and right carbon crank arms (Q-factor: 149 mm)

* LITZMO Super-Compact chainring (Direct-CINCH)
Designed specifically for road cycling and compatible gravel applications, this crankset offers a lightweight, robust,
and efficient pedaling platform for demanding riders.

2. Contents and Specifications
The following components are included, depending on the configuration purchased:

Component Crank Arms (Left / Right) Spindle Chainring (Optional)

Description -

29 mm CINCH LITZMO Super-Compact Chainring

Ultra-light Carbon Fiber Cranks

3. Installation Instructions
A. Pre-installation Preparation
+ Verify bottom bracket compatibility with the frame (BSA68 / Italian70 / T47 / PF30 / BB386 / BB30 / PF86).
+ Install spacers according to SRAM DUB standard to ensure proper chainring alignment and chainline.
+ Clean the bottom bracket shell and spindle interfaces thoroughly, then apply an even layer of assembly-grade grease to ensure optimal
fit and quiet operation.

B. Installation of the Crankset 4. Maintenance and Inspection

Maintenance Task | Recommended Interval | Service Instruction

Chainring After each ride Wipe with a damp cloth or
Chaind Cleaning mild detergent
ain drop
revention pin
s P Bolt of Every 500 km or monthly | Inspect and retighten using
Crank Arm a calibrated torque wrench
Inspection per manufacturer’s spec

CRANKSET

Chainring Wear Every 3 months Inspect for signs of wear:

Attach the right crank arm to the chainring Insert the spindle and tighten to 35 Nm with a I §i h d thinned
and torque to 40 Nm using bottom bracket 10 mm hex wrench. nepection Ze‘f]c:‘r):‘\r;z f’oo;l:r:‘o%izs
USER MANUAL

Disassemble and clean
bottom bracket bearings;
replace if excessive friction
is noted

Spindle
Rotation Check

Every 6 months

5. Troubleshooting

Issue Potential Cause Recommended Solution
Install the bottom bracket and appropriate Attach the left crank arm and torque the fixing | Abnormal noise Insufficient Check torque and grease
spacers, ensuring a 45 mm chainline. boltto 35 Nm with a 10 mm hex wrench. while riding lubrication on the spindle and contact surfaces

spindle or interface
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LITZMO

CONTACT Us

info@litzmo.com

ADDRESS

5F.-7, No.633, Sec. 2, Taiwan Blvd., Xitun Dist.,
Taichung City 407, Taiwan (R.O.C.)

Adjust the preload ring using the tension

knob — do not overtighten.

6. Warranty Description

Secure the preload ring by tightening the side
set screw.

Pedaling feels Chainring deformation | Replace the chainring
P rough or uneven / High bearing or spindle
% resistance
Lateral play on Incorrect spacer stack Confirm correct spacer
N crank arms or improper crank specification per frame
< arm installation standard; reassemble

following torque guidelines

LITZMO provides a 2-year limited warranty covering defects in materials and workmanship under normal use conditions.
This warranty does not apply to the following situations:

*+ Any modification or unauthorized repair of the product

+ Damage resulting from crashes, impact, misuse, or external forces

+ Damage caused by the use of non-compatible spindles or failure to follow specified torque values
To obtain warranty service, a valid proof of purchase is required.
We strongly recommend that all installation and service be performed by an authorized LITZMO dealer to ensure product integrity and safety.

7. Additional Notes and Support

For more up-to-date information, please visit: www.litzmo.com (official website)




